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Choice of Controller

Choice of Temperature Sensor Discharge Temperature Sensor
DPR-TH2-P6D100L

Sensor type :  NTC 10KΩ
Range :  -50 ~ 250℃
Accuracy :  ±1.5℃ at 25℃
Sheath :  Φ6 X 100mm, SUS
Cable :  2C X 0.5mm, sus-mesh shield tefron
Protection :  IP67

-1 ~ 9 bar, 4~20mA, 20UNF

DPR-TH1-P6D100L

Sensor type :  NTC 5KΩ
Range :  -50 ~ 105℃
Accuracy :  ±0.3℃ at 25℃
Sheath :  Φ6 X 100mm, SUS
Cable :  2C X 0.5mm, sus-mesh shield tefron
Protection :  IP67

DPR-TH1-S6D100L

Sensor type :  NTC 5KΩ
Range :  -50 ~ 105℃
Accuracy :  ±0.3℃ at 25℃
Sheath :  Φ6 X 100mm, SUS
Cable :  2C X 0.5mm, sus-mesh shield tefron
Protection :  IP67

DPR-TH1-H6D100L

Sensor type :  NTC 5KΩ
Range :  -50 ~ 105℃
Accuracy :  ±0.3℃ at 25℃
Sheath :  Φ6 X 100mm, SUS
Protection :  IP67

Choice of Pressure Sensor

DP506.930A
0 ~ 30 bar, 4~20mA, 20UNF
DP506.933A

100

Φ
6

Spring ProtectSUS PIPE Tefron Wire shield(3m)

Φ
6

100

Tefron Wire shield(3m)
Screw PT 1/8, 1/4, 1/2

SUS PIPE

10 5.5

Screw PT 1/4, 1/2

100

SUS PIPE Φ6

100

Φ
6

Spring ProtectSUS PIPE Tefron Wire shield(3m)


